
FEATURES & BENEFITS
• Easy to Handle and Balance: Redesign grip weight and length to be more easier to 

handle and balance
• Comfortable Soft Grip: Provide high strength as grip materials makes tools holding 

soft and comfortable
• Stainless Steel Blade: 3CR13 materials for Joint Knife to make the blade rigid and 

flexible. 301 stainless steel material for Taping Knife to be high anti-corrosion 
• Pull Testing to Ensure Strong and Lasting Connection: Pass 50 kg of handle pull 

testing with two pins to lock blade to grip as premium image
• Steel Cap with Lead Content: Mark damage gypsum board for repair, tap screw head 

into the gypsum board while improper screw fixing

• For all types of walls and ceiling finishing
• For interior and exterior finishing application
• Up to 50 kg of handle pull testing

100mm Joint Knife
• Used for taping compound into the joint or corner
• Used for patching holes when repairing plasterboard damage

150mm Joint Knife
• Used for taping compound into the joint or corner
• Apply compound for the first coat of joint

200mm Taping Knife
• Used for plastering 2nd coat compound into the joint or corner

250mm Taping Knife
• Used for plastering 3rd coat compound into the joint or corner

300mm Taping Knife
• Used for the skimming of compounds on walls or ceilings
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